
The UltraMount GSM 5000 is a cutting-edge gyro 
stabilization mount that keeps the UltraCam steady 
during aerial operations. Installed within the aircraft’s 
fuselage, its 3-axis gimbal automatically compensates 
for drift, roll, and pitch in real time, keeping the system 
level and exposures perfectly aligned. Compatible with all 
UltraCam models, the UltraMount integrates seamlessly 
and offers a user-friendly interface, featuring a digital 

touch encoder, that can be customized via a dedicated 
app to meet individual needs. The UltraMount is fully 
compatible with the Vexcel UltraNav flight management 
and direct georeferencing solution. With its high degree 
of automation, users can concentrate on essential tasks, 
making the UltraMount GSM 5000 an indispensable tool 
for aerial survey professionals. 

Camera in balance,  
data in focus
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S P E C I F I C AT I O N S  &  D E TA I L S

Technical changes, printing 
errors and amendments reserved.

M O U N T S P E C I F I C AT I O N S

S TA B I L I Z AT I O N  S P E C I F I C AT I O N S

Operational voltage Length x width x height4

Power consumption Mass

Payload3

28 VDC (24... 30 VDC) 600 x 530 x 198 mm 
(regular leveling positions)

50 W (average), 200 W (peak) 28.5 kg    

10 to 120 kg 

Usable diameter

425 mm

Pitch

2 Deviation from perpendicular dependent on accuracy of used IMU

1 Vehicle angular motion <7.5 °/s and with typical data acquisition profile frequency spectrum

4 Minimum 167.5 mm | Maximum 228.5 mm

3 Minimum payload based on usage of passive vibration isolation ring

LIFT-UP FUNCTION

For easy access to the bottom  
of the system (optional)

COMPATIBILITY

Supports 3rd & 4th  
generation UltraCams

 

Pitch at 0° roll ≤± 10.1° 
Roll at 0° pitch ≤± 8.1°
Yaw (drift) ≤± 30.0°

 

without IMU support1 ≤ 0.3° rms  
with IMU support1,2 ≤ 0.02° rms

 

≤ 0.2°/s rms

ANGULAR STABILIZATION RANGES

RESIDUAL DEVIATION

RESIDUAL ANGULAR RATE1

Yaw

Roll

TEMPERATURE

Operation: -15 °C to +55 °C
Storage: -55 °C to +85 °C

INTERNAL LOGGING

Enhanced data management & 
error tracking for rapid diagnosis

LOLOGG


